PROTECTIVE VEHICLE ROLL AHEAD DISTANCE = R*

NOTES

1.

WORK VEHICLE AND SHADOW/PROTECTIVE VEHICLE SHALL USE WARNING BEACONS.

VEHICLE VEHICLE 2. SHADOW/PROTECTIVE VEHICLE RECOMMENDED- SHALL MAINTAIN 500'-1000" OF SIGHT
TYPE WEIGHT STATIONARY MOBILE DISTANCE TO APPROACHING TRAFFIC.
(LBS)
3, THIS PLAN MAY BE IMPLEMENTED ON MULTI-LANE HIGHWAYS WITH LESS
4 YARD THAN 10,000 ADT.
24,000 100 175/
DUMP TRUCK 4, IN THOSE SITUATIONS WHERE MULTIPLE WORK LOCATIONS WITHIN A
LIMITED DISTANCE MAKE IT PRACTICAL TO PLACE STATIONARY SIGNS,
THE DISTANCE BETWEEN THE ADVANCE WARNING SIGN AND THE WORK
ROLL AHEAD STOPPING DISTANCE ASSUMES DRY PAVEMENT SHOULD NOT EXCEED 2 MILES.
5, IN THOSE SITUATIONS WHERE THE DISTANCE BETWEEN THE ADVANCE
WARNING SIGNS AND THE WORK IS 1 TO 2 MILES, A SUPPLEMENTAL DISTANCE
PLAQUE SHALL BE USED WITH THE ROAD WORK AHEAD SIGN.,
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